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Intertek SAI Global hereby grants: 

Qenos Pty Ltd 
 

471 Kororoit Creek Road, Altona, VIC, 3018, Australia  

Product Safety Type Test Licence 

 

Evaluated to:  
 
AS/NZS 4131:2010- Polyethylene (PE) compounds for 

pressure pipes and fittings 
 
 

The Type Test Licensee the right to use the Type Test 
Certification Trade Mark, as shown below, to those goods 
manufactured identically to the sample examined conforming to 

the Standard to Specification above 
 
 

 
Certificate No: 
PST20138 
 
Originally Certified:  
18 December 2008 
 
Current Certification:  
18 December 2023 
 
Issued:  
19 December 2023 
 
Expires:  
17 June 2024 

 
 

 
 
 
 

 
 

 
Calin Moldovean 

President, Business Assurance 

 
SAI Global Certification Services 
Pty. Ltd. 
Level 7 Suite 7.01 45 Clarence 
Street Sydney NSW 2000 
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https://register.saiglobal.com/


 

Certificate No: PST20138  Issued Date:19 December 2023 
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SAI Global hereby grants: 

Qenos Pty Ltd 
 

471 Kororoit Creek Road, Altona, VIC, 3018, Australia  

Product Safety Type Test Licence 

 

Evaluated to:  

AS/NZS 4131:2010- Polyethylene (PE) compounds for pressure pipes and fittings 

 

Model 

Identification  
Model 

Name  
Brand 

Name  
Product 

Description  
Product 

Type 
Classification  Colour  Melt Flow Rate 

(MFR)  
Date 

Endorsed 

HCR193B Alkadyne 

HCR193B 
QENOS Gas/Water 

PE 

Compound 

0.959 g/cm3 

@23C 

PE 

compound 
PE 100 Black   0.19 g/10min 18 Dec 

2023 

HDF145B Alkadyne 

HDF145B 
QENOS Gas/Water 

PE 

Compound 

0.952 g/cm3 

@23C 

PE 

compound 
PE 100 Black 0.17 g/ 10 min 21 Dec 

2017 

HDF193B Alkadyne 

HDF193B 
QENOS Gas/Water 

PE 

Compound 

0.961 G/CM3 

@23C 

PE 

compound 
PE 100 Black 0.3 g/10 min 23 Aug 

2019 

 

 

 

End of Record 

 

 

 

https://register.saiglobal.com/

