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Intertek SAI Global hereby grants:

Everhard Industries Pty Ltd

StandardsMark Licence

450 Newman Road, Geebung, QLD 4034, Australia

Manufactured to: Certificate No:
AS/NZS 1546.1:2008 - On-site domestic wastewater
treatment units - Septic tanks

SMK01950

Originally Certified:
3 June 1998

Current Certification:
3 May 2023

Issued:
17 May 2023

Expires:
2 June 2028

"the StandardsMark Licensee "the right to use the STANDARDSMARK
as shown below only in respect of the goods described and detailed in
the Schedule which are produced by the Licensee or on behalf of the
Licensee* and which comply with the appropriate Standard referred to
above as from time to time amended. The Licence is granted subject
to the rules governing the use of the STANDARDSMARK and the
Terms and Conditions for certification and licence. The Licensee
covenants to comply with all the Rules and Terms and Conditions.

Calin Moldovean

President, Business Assurance
SAI Global Certification Services Pty. Ltd.
Level 7 Suite 7.01 45 Clarence Street
Sydney NSW 2000 Australia



 

* For details of manufacture, refer to the licensee
The STANDARDSMARK is a registered certification trademark of SAI Global Pty Limited (A.C.N. 050 644 642) and is issued under licence by SAI Global
Certification Services Pty Limited (ACN 108 716 669) (“INTERTEK SAI Global”) Level 7 Suite 7.01 45 Clarence Street Sydney NSW 2000 Australia and subject
to the INTERTEK SAI Global Terms and Conditions for Certification. In the issuance of this certificate, INTERTEK SAI Global assumes no liability to any party
other than to the Client, and then only in accordance with the agreed upon Certification Agreement. This certificate’s validity is subject to the organization
maintaining their system in accordance with INTERTEK SAI Global requirements for systems certification. This certificate may only be reproduced in its entirety
and remains the property of INTERTEK SAI Global, to whom it must be returned upon request. Refer to https://register.saiglobal.com/ for the list of product
models.

Page: 2 of 3

Certificate No: SMK01950 Issued Date: 17 May 2023

This schedule supersedes all previously issued schedules

Intertek SAI Global hereby grants:

Everhard Industries Pty Ltd

Manufactured to:

Model identification of the goods on which the STANDARDSMARK may be used:

450 Newman Road, Geebung, QLD 4034, Australia

AS/NZS 1546.1:2008 - On-site domestic wastewater treatment units - Septic
tanks

Tank Type Description Size Additional Product
Information

Date Endorsed

Collection Well (no
partition)

Vertical Axis Cylindrical
(Tapered)Injection Moulded
Polypropylene Tank, Lid,
Access and Inspection
Covers containing ultra violet
stabilizer. Black or Green.

2500L, 3000 L,
4000 L

Tank Lid Burial Depth
0mm (ground level)

30 May 2016

Pump well Vertical Axis Round/Globe
shaped Tank Roto Moulded
Polyethylene (Black).
Certification applies only to
the construction of the tank
and access cover. It does not
include the internal fittings.

600L Tank Burial Depth 0mm
(Ground Level).

20 May 2022

Pump Well Vertical Axis Cylindrical Tank
Roto Moulded Polyethylene
(Black). Certification applies
only to the construction of the
tank and access cover. It
does not include the internal
fittings.

450L Tank Burial Depth 0mm
(Ground Level)

28 Feb 2011

Pump Well Vertical Axis Roto Moulded
Polyethylene (Black) tank.
Certification applies only to
the construction of the tank
and access cover. It does not
include any internal fittings.

1000L Tank Burial Depth 0mm
(Ground Level)

21 Sep 2016

Pump Well Vertical Axis Round/Globe
shaped Tank Roto Moulded
Polyethylene (Black).
Certification applies only to
the construction of the tank
and access cover. It does not
include the internal fittings.

450L capacity
(250L if lower inlet
fitted)

Tank Burial Depth 0mm
(Ground Level). New
Install instructions
4/06/2019

5 Jun 2019

Septic Tank Advanced Septic Model. 3,000L Tank Burial Depth 0mm 4 May 2016
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Certificate No: SMK01950 Issued Date: 17 May 2023

This schedule supersedes all previously issued schedules

Tank Type Description Size Additional Product
Information

Date Endorsed

Vertical Axis Cylindrical
(Tapered) Injection Moulded
propylene Tank, Lid, Access
and Inspection covers
containing UV stabilizer.
Model includes a 1000L
internal chamber with media.
Black or Green.

(Ground Level)

Septic Tank (with
partition)

Vertical Axis Cylindrical
(Tapered) Injection Moulded
propylene Tank, Lid, Access
and Inspection covers
containing ultra violet
tabilizer. Black or Green.

2500 L - Partition
ratio 2:1; 3000 L-
Partition Ratio 2:1;
4000 L- Partition
Ratio 2:1

Tank Lid Burial Depth
0mm (ground level)

14 Jun 2016

End of Record


