SAl Global hereby grants
Hopley Pty Ltd

ABN 19 103 247 294

Trading as

Sepron

59 McCombe Road, Bunbury, WA 6230, Australia
StandardsMark Licence

Manufactured to:AS/NZS 1546.1:2008 - On-site domestic wastewater treatment units -
Septic tanks

“the StandardsMark Licensee” the right to use the STANDARDSMARK as shown below only

in respect of the goods described and detailed in the Schedule which are produced by the Licensee or on
behalf of the Licensee* and which comply with the appropriate Standard referred to above as from time to

time amended. The Licence is granted subject to the rules governing the use of the STANDARDSMARK and the
Terms and Conditions for certification and licence. The Licensee covenants to comply with all the Rules

and Terms and Conditions.

Certificate No:SMKH25655

Issued: 19 January 2024 Originally Certified: 14 February 2014
Expires: 13 February 2029 Current Certification: 10 January 2024
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President, Business Assurance
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Standard
* For details of manufacture, refer to the licensee
The STANDARDSMARK is a registered certification trademark of SAI Global Pty Limited (A.C.N. 050 644 642)
and is issued under licence by SAI Global Certification Services Pty Limited (ACN 108 716 669) (“SAI SAI GLOBAL
Global”) Level 7 Suite 7.01, 45 Clarence Street, Sydney NSW 2000 Australia. This certificate remains the INFORM. INSPIRE. IMPROVE.

property of SAl Global and must be returned to SAI Global upon its request. Refer to www.saiglobal.com,
for the list of product models.
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SCHEDULE TO

SAl Global hereby grants

Hopley Pty Ltd

59 McCombe Road, Bunbury, WA 6230, Australia

StandardsMark Licence

Manufactured to:AS/NZS 1546.1:2008 - On-site domestic wastewater treatment units -

Septic tanks

Model identification of the goods on which the STANDARDSMARK may be used:

Tank Type

Description

Size

Additional Product
Information

Date Endorsed

Collection Well

Sepron SEP-500 - Vertical
axis cylindrical roto-moulded
polyethylene tank.
Certification applies only to
the construction of the tank
and access cover. It does not
include the internal fittings

500L

Sepron Tank burial depth =
Omm (ground level)

30 Aug 2018

Septic Tank/Collection Well

Sepron SEP-1000 - Vertical
axis cylindrical roto-moulded
polyethylene tank.
Certification applies only to
the construction of the tank
and access cover. It does nat
include the internal fittings.

1000L

Sepron Tank burial depth =
Omm (ground level)

30 Aug 2018

Septic Tank/Collection Well

Sepron SEP-1500 - Vertical
axis cylindrical roto-moulded
polyethylene tank.
Certification applies only to
the construction of the tank
and access cover. It does not
include the internal fittings

1500L

Sepron Tank burial depth =
Omm (ground level)

30 Aug 2018

Septic Tank/Collection Well

Sepron SEP-2200 - Vertical
axis cylindrical roto-moulded
polyethylene tank.
Certification applies to the
construction of the tank and
access cover and baffle (if
fitted).

2200L

Sepron Tank burial depth =
Omm (ground level)

30 Aug 2018

Certificate No: SMKH25655

End of Record

Issued Date: 19 January 2024

This schedule supersedes all previously issued schedules

* For details of manufacture, refer to the licensee

The STANDARDSMARK is a registered certification trademark of SAI Global Pty Limited (A.C.N. 050 644 642)
and is issued under licence by SAI Global Certification Services Pty Limited (ACN 108 716 669) (“SAI
Global”) Level 7 Suite 7.01, 45 Clarence Street, Sydney NSW 2000 Australia. This certificate remains the

property of SAl Global and must be returned to SAI Global upon its request. Refer to www.saiglobal.com,

for the list of product models.
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